
CONCEPT

Proposed Section B-B

Gym

Continuous new Code 4 lead flashing to full height of abutment

for full length of wall - jointed into wall at head min. 40mm.

New cast iron guttering and

associated downpipes.

Existing boundary wall

to remain as existing.

Note: This drawing to be read in conjunction with associated

drawings and specification and consultants drawings/details.

All existing foundations

shown notionally.

10.000 ffl

12.532 ffl

9.980 ex gl

DPM

DPM

9.535

Existing stone arch

detail retained over.

Treatment Room 2

Position of new windows

on each gable wall.

Provide and install tanking

system - as per specification.

1.

Replaced/repaired/reslated natural lakeland

slate on new timber battens on new roofing

membrane laid to diminishing courses.

Replaced/repaired/reslated natural lakeland

slate on new timber battens on new roofing

membrane laid to diminishing courses.

Existing natural stone ridge

tiles retained and rebedded.

New cast iron guttering and

associated downpipes.

Repair/repoint existing

stonework where

necessary with lime mortar.

Velux 'Conservation' type rooflights

over - ref. GGL C04 550x978 to front

elevation only.

Horizontal timber

cladding (t.b.c.) fixed to

timber framing as shown.

BathroomCup'd

10.000 ffl

10.000 ffl

DPM

DPM

Retain existing sandstone

padstones as feature.

12.

DETAIL A.

Slab details to be confirmed upon

inspection of existing footings.

Slab details to be confirmed upon

inspection of existing footings.

New roof structure to be to SE details -

44x194mm C16 timber rafters @ 400mm c/cs.

New 50x100mm C16 timber wall plate plugged

and screwed to existing wall. SS holding down

straps @ 2000mm c/cs.

Upper section of intermediate wall between

roof slopes to be dismantled and rebuilt using

2 no. 100mm skins 7N/mm2 blockwork.

New roof structure to be to SE details -

44x144mm C16 timber rafters @ 400mm c/cs.

New 50x100mm C16 timber wall plate

plugged and screwed to existing wall. SS

holding down straps @ 2000mm c/cs.

203x102x23 UB ridge beam with C16 timber to webs,

M10 bolts and washers @400mm c/cs. Rafters

secured to timber packs using pitched rafter hangers.


